
 
 

 

The new Final Check plugin for Pyramix 7.0 allows you to monitor and check numerous 

characteristics of your mix. All recommended and requested metering is provided in a simple 

and easy to read interface, allowing you to quickly know that you are conforming to the spec 

that your clients require, including EBU R-128 and ATSC A/85. 

 

 
 

The main window is divided between the (upper) stereo-panel and the (lower) surround-panel. To 

collapse an unused part of the window, simply click on the (–) icon in the top right-hand corner of the 

panel to minimize it. 

At the top of each panel, the user can select which bus in the Pyramix mixer they wish to monitor. By 

clicking on the drop-down located on the top bar of each panel, they can select from any Master Bus 

available. It will even perform useful tricks such as by selecting a surround bus to be monitored by the 

stereo Final Check panel, it will manage a fold-down and allow the user to see what the levels would be. 
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Once the Bus is selected, the user will then have the following meters at his disposal. 

 

Phase meter : 

This displays the value of the phase correlation within the mix. A clear colour code allows you to easily 

spot negative correlations. For a surround mix, you can select which two channels you want to monitor. 

An Icon at the top of the phase meter shows the user which two channels are selected. 

 

Phase oscilloscope (stereo mix only) : 

A classical phase oscilloscope, which also includes two new display modes : 

 Phase stereo-meter : A polar plot of the points displayed by the classical phase oscilloscope. 

 VU stereo-meter : A circular graph showing directional RMS of the points of the phase stereo-

meter as described above. 

 

Surround monitor (surround mix only) : 

This meter shows a true 360° display of your surround-mix. With an added feature of a simple colour 

code allowing the user to quickly detect phase issues by highlighting them in red. 

 

Peak Programme Meter (PPM) : 

This digital replication of the old analogue PPM includes a separate overload indicator, as well as 

different presets for scale and dynamics (DIN, Nordic, BBC or EBU) 

 

VU meter : 

A classical Volume Unit (VU) indicator which also comes with a separate overload indicator. 

 

True peak meter : 

This is also known as an “inter-sample peak meter”. In accordance with EBU R 128, it allows you to spot 

areas susceptible to produce analog overflows, after D/A conversion, with high accuracy even beyond 

+0dBFS. 

 

Loudness meter : 

The Loudness Meter is designed according to specification recommended by EBU R 128. By displaying 

up to three meters simultaneously, you can control the loudness over different time intervals. 

This meter is fully compatible with ATSC (Advanced Television Systems Committee) A/85. 

 

LIaR (Loudness Integrating And Range) : 

This very useful tool is a summary of the most important characteristics of your mix, such as its Maximum 

True Peak value, its integrated loudness, its LRA, etc, so that you can know, at a glance, if your mix 

matches your client’s specifications. 

 

 

All these meters display additional information as well, such as plotting the meters’ values against time, 

or showing a loudness repartition curve. What’s more, all Final Check data can be very easily copied into 

external editors, such as MS Excel for example. 

 

All these meters can be easily customized and/or hidden from the setup page. 
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